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Abstract—An electrically small Egyptian axe dipole antenna 
has been designed and integrated into a glass fiber reinforced 
polymer (GFRP), a structural material now commonly found in 
most mobile platforms. The integration is accomplished by sewing 
the antenna with conductive threads into the GFRP prepreg and 
accounting for dimensional variations after curing under high 
temperature and pressure in an autoclave. The simulated and 
measured reflection coefficient values and radiated field patterns 
are in good agreement. These comparisons demonstrate that the 
antenna is nearly completely matched to the source without any 
matching circuit and radiates as an electric dipole.  
Keywords—electrically small antenna, metamaterial-inspired, 
glass fiber reinforced polymer 
I. INTRODUCTION  
The recent interest in wireless healthcare monitoring for the 
aging population, sports and military applications has led to the 
design and realization of a variety of wearable antennas [1-6]. 
Advances have required understanding not only the conductive 
threads but also sewing techniques [7]. This interest has 
extended to flexible polymers [8, 9] that could be attached not 
only to the body or to textiles, but also to load-bearing 
structures. In this paper, we demonstrate an electrically small 
antenna fully integrated into a glass fiber reinforced polymer 
(GFRP) structure material. This choice enables the potential for 
antenna related systems to be fully integrated into mobile 
platforms such as automobiles, airplanes and ships, which are 
now commonly constructed from GFRP and carbon fiber 
reinforced polymer (CFRP) materials. 
To achieve an electrically small antenna (ESA) design, the 
near-field resonant parasitic paradigm [10] was followed. In 
particular, we selected the Egyptian axe dipole (EAD) antenna. 
This ESA design was first introduced to achieve a Huygens 
source [11]. It has been subsequently used to achieve multi-
frequency and circular polarized ESAs [12] and augmented 
with non-Foster circuits to achieve broad impedance bandwidth 
[13, 14]; large directivity bandwidth [15]; and an ESA that 
simultaneously is efficient, has large impedance and directivity 
bandwidths, and a large front-to-back-ratio [16]. As with other 
metamaterial-inspired NFRP ESAs [10], the EAD antenna 
engineered for integration into the GFRP material was 
optimized to be matched to a 50Ω source (by choice) with no 
matching circuit. 
II. ANTENNA DESIGN 
All simulations were performed with the ANSYS/ANSOFT 
high frequency structure simulator, ANSYS HFSS. The EAD 
antenna designed for the GFRP integration is shown in an 
isometric view in Fig. 1(a). The NFRP EAD element is shown 
by itself in Fig. 1(b). Starting from a previous 300 MHz design 
[17], it was modified to accommodate the structural material 
properties. The EAD element was assumed to be 0.017 mm 
thick (0.5 oz) copper with the parameters r = 1.0, r = 
0.999991 and  = 5.8 107 S/m. Its outer radius was 76.0 mm; 
the width of its center trace was 10.0 mm; the width of its arc 
was 16.0 mm; and the length of its arms was 45.0 mm and their 
trace width was 10.0 mm. The gap between the arms was 29.0 
mm. The GFRP material was modelled as HexPly914E [18] 
prepreg [19] with a thickness of 4.311 mm and measured 
electromagnetic parameters r = 4.251, tan elec = 0.0142, r = 
0.993, and tan mag = 0.003. The driven dipole element is 
shown by itself in Fig. 1(c). In contrast to many previous EAD-
based designs, which utilized lumped element inductors 
incorporated into the NFRP element for tuning purposes and a 
driven top-hat loaded dipole (i.e., another EAD element) for 
matching, the solid EAD element and the meanderline version 
of the driven dipole proved to be a simple yet effective 
approach to introduce the required inductance to achieve 
matching. This was necessitated in part because of the 
HexPly914E properties. The optimized total length was 86.0 
mm. The length of each top edge of each half of the dipole in 
millimeters was 15, 6, 10, and 11.5. A lumped element port 
was placed across the remaining 1.0 mm gap. The design was 






Fig. 1 The HFSS EAD NFRP antenna model. (a) Isometric 
view, (b) top NFRP layer view, and (c) bottom meanderline 
augmented driven dipole layer view.   
 
The simulated properties of the antenna are shown in Fig. 2. 
The |S11| values for different source frequencies are shown in 
Fig. 2(a). The resonance frequency of the final design was fres = 
303.49 MHz with |S11|min = 21.31 dB.  Thus, if k = 2 fres / c is 
the free space wave number and a is the radius of the smallest 
sphere enclosing the antenna, then  ka = 0.48, which confirms 
that the antenna is electrically small. The resistance and 
reactance values as functions of the source frequency are 
shown in Fig. 2(b). The shape of the reactance curve clearly 
shows the antenna is behaving as an electric antenna through 
the resonance frequency. The E- and H-plane directivity 
patterns at the resonance frequency are shown in Fig. 2(c). 
They clearly demonstrate that the antenna is acting as an 
electric dipole radiator. The calculated radiation efficiency at 
this frequency was 74%, as very reasonable value considering 








Fig. 2 HFSS simulation results. (a) |S11| values (dB) versus 
source frequency, (b) resistance (blue) and reactance (red) 
values versus the source frequency, and (c) the E-plane (blue) 
and H-plane (red) directivity patterns (dB) at the resonance 
frequency, 303.49 MHz. The maximum realized gain in the 
broadside direction was 0.50 dB. 
III. MEASUREMENTS 
The antenna was sewn directly into the prepreg (plain-
weave S-2 glass fiber with an areal density of 48.0 g.m-2 
impregnated with the Hexply® 914E epoxy acquired from 
Hexcel, United States [18]) with a commercial digital sewing 
machine (Brother PR1000e [20]) using Shieldex 110/34f 
thread (a silver coated conductive filament) [21]. The prepreg 
was then cured under 700 kPa pressure for 1.0 hour using a 

















Fig. 3 Measurement of the substrate integrated EAD NFRP 
antenna. (a) View of the antenna in the RMIT anechoic 
chamber, and (b) |S11| values (dB) versus the source frequency. 
 
The radiation characteristics of the antenna were measured 
in the RMIT anechoic chamber. The fabricated prototype 
antenna in the RMIT anechoic chamber is shown in Fig. 3(a). 
Using both the automatic Wiltron calibrated vector network 
analyzer (VNA) in the chamber and a calibrated Field Fox 
VNA [22] in the office, the measured |S11| values are shown in 
Fig. 3(b). Both sets of measured values are in very good 
agreement regardless of the measurement environment 
confirming that the antenna is resonant (given the low 
operating frequency and near-field proximity) near 300 MHz. 
Furthermore, the measured values are in good agreement with 
the numerical predictions. Despite pre-planning for it, the slight 
variation in the resonance frequency is associated with the 
warpage in the material that occurs during the autoclave curing 
process.  
The measured maximum realized gain was approximately 
5 dB, indicating a much larger loss than predicted. Through 
simulations and additional measurements, we have determined 
that this loss is associated with a much higher loss in the GFRP 
material and a much lower conductivity of the threads, both of 
which were much different from their advertised values. A 
second prototype based on improved materials is currently 
being measured. Those and related results for a sewn high 
impedance ground plane will be reviewed in our presentation.  
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